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2L-7D02HDP, the True 4K 1.8M HDMI to DisplayPort  
cable is designed to connect an HDMI output device 
to a DisplayPort input of a 4K / True 4K display. Users 
can simply plug and play this adapter cable without 
any additional software installation required to make 
stable video conversion quicker and easier. 

This adapter cable supports DP1.2 with resolutions 
up to 4096 x 2160 @ 60 Hz. It is equipped with a 
USB Type-A connector for power supply if there is 
insufficient power coming from the HDMI source. 
Wide compatibility with various HDMI source devices 
(e.g. PC, laptop, video game console) and DisplayPort 
displays devices (display / monitor) enhances user 
experience and efficiency.

• Converts HDMI signals to DisplayPort output*
• Superior video quality –  up to 4096 x 2160 @ 60 Hz
• Plug-and-Play – no additional software installation is required
• Audio supported
• DP1.2a / HDMI / HDCP 1.4 compliant
• 1.8 m cable for easy deployment

*This adapter cable only converts HDMI output signal (source 
device) to DisplayPort input signal (monitor / display). It does 
not provide bi-directional signal conversion. 

The terms HDMI, HDMI High-Definition Multimedia Interface, and the HDMI Logo are 
trademarks or registered trademarks of HDMI Licensing Administrator, Inc. 
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2L-7D02HDP
Video Input 
Interfaces 1 x HDMI Male (Black)

Video Output
Interfaces 1 x DisplayPort Male (Black)

Power (Optional) 1 x USB Type-A Male (Black)
Cable Length 1.8 m
Video
Max. Resolution 4096 x 2160 @ 60 Hz
Compliance DP1.2a / HDMI  / HDCP 1.4

Environmental
Operating Temperature 0 – 50 °C
Storage Temperature -20 – 60 °C
Humidity 0 – 80% RH, Non-Condensing

Physical Properties
Housing PVC


