
DATA SHEET
18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13)

Universal style powercord for use with many products (PC’s, monitors, printers, etc)

OVERVIEW 
Replace your overused or misplaced power cable, or just get some extra cords for 
convenience. This universal power cord is designed to work with most PCs, monitors, 
scanners, printers and other devices that use the 3-pin shroud power connector. Plus 
this heavy duty 18 AWG cord features a fully molded design for maximum durability and 
long life. The female connector plugs directly into the device while the male connector 
plugs into a standard outlet. 

US SKU PRODUCT DESCRIPTION
24240 1ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13) 

03129 3ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13)

03130 6ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13)

03134 10ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13) 

53406 12ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13) 

09482 15ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13)

14719 25ft 18 AWG Universal Power Cord (NEMA 5-15P to IEC320C13)
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Physical Specifications 
 — Connector P1: NEMA 5-15P, Rated Power 125V, 10A 
 — Connector P2: IEC320 C13, Rated Power 125V, 10A 
 — Voltage Rating: 300V 
 — Average Thickness: 0.76mm 
 — Overall Diameter: 3.6mm±0.2mm 
 — Color: Black  
 — Operating Temperature: -10˚C to 70 ˚C; 50±20% Relative Humidity  
 — Storage Temperature: -20˚C to 50 ˚C; 50±20% Relative Humidity 


