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Positioning the ZOTAC ZBOX nano
• Do not position the ZOTAC ZBOX nano where the ventilation holes are covered. To guarantee 

proper use, leave 4 inches (10 cm) of spacing in front of the ventilation holes.
• ZOTAC ZBOX nano mini-PC systems provide ample connectivity in a tiny form factor, please 

choose connectors and cables in appropriate sizes to avoid interference.

Mounting the ZOTAC ZBOX nano to an LCD monitor
You can attach your ZOTAC ZBOX nano to the back of a VESA75/100 compliant monitor. 
  1.      Secure the VESA mount to the LCD monitor using 4 screws (not included).

Disclaimer: ZOTAC cannot be held liable for damages resulting from an improper installation. 
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2.	 Align the ZOTAC ZBOX nano mounting holes to the VESA mount attachment pegs. 
Attach the ZOTAC ZBOX nano to the VESA mount and gently press down to secure the 
ZBOX to the mount.

3.	 Connect the ZOTAC ZBOX nano to your LCD monitor with an VGA/HDMI/DP cable.
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Installing drivers and software

Installing an operating system
The ZOTAC ZBOX nano does not ship with an operating system preinstalled. The user 
must install the operating system before the ZOTAC ZBOX nano can be used. The following 
operating systems are supported:
        • Windows 10 64-bit  
Follow the instructions below to install an operating system:
1.    Attach external DVD drive via USB 3.0 or 2.0 ports.
2.    Insert disk for operating system (Windows or Linux).
3.    Wait for the ZOTAC ZBOX nano to boot from the disk.
4.    Follow the onscreen directions to install the operating system.
5.    Install system drivers to gain full functionality of the ZOTAC ZBOX nano hardware and 
       features.

Installing system drivers
Before you can use the full features of the ZOTAC ZBOX nano, the system drivers must be 
installed. The following types of operating systems are supported by the ZOTAC ZBOX nano 
driver DVD:
        • Windows 10 64-bit
Follow the instructions below to install the 
system drivers:
1.    Insert the ZOTAC ZBOX nano driver DVD. 
       If autorun is enabled, the driver installation 
       main menu will show up automatically. 
       If autorun is disabled, you may click the 
       file Launch.EXE to bring up the driver 
       installation main menu. 
2.    The following drivers are available on the 
       DVD:
        • Intel Chipset Driver
        • HDA Sound Driver
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        • Intel Graphics Driver
        • Intel serial io Driver
        • Realtek Ethernet PCI-E Driver
        • DPTF Driver
        • Intel Trusted Execution Engine
        • Bluetooth Driver
        • CardReader Driver
        • Wireless Network Driver
        • USB Charger (optional)
Note: If you want to use high-amperage 
USB charging for smartphones and tablets, 
please install the driver USB Charger driver.
    Each driver must be installed individually 
       to ensure proper operation of the ZOTAC
       ZBOX nano.
3.    Select the driver you want to install. The driver installer should launch.
4.    Follow the onscreen instructions to install the drivers.
5.    Restart the system.

Using your ZOTAC ZBOX nano

Configuring a wireless connection
Please follow the instructions below to connect to a wireless network:
1.    Double-click the wireless network icon (pic) in the notification area.
2.    Select the wireless network you want to connect to from the list 
       and click Connect.
3.	 After connection is established, you will see “Connected.”

Note 1: For security concerns, Do NOT connect to an unsecured network, 
otherwise, the transmitted information without encryption might be visible to 
others.
Note 2: Enter the network security key if necessary.
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Using a dynamic IP (PPPoE connection)
1.	 Repeat Step 1-3 in the previous section.
2.	 Select “Obtain an IP address automatically” and click “OK”.
3.	 Click “Create a new 
        connection” to start the NEW 
        Connection Wizard.
4.	 Click “Next”.
5.	 Select “Connect to the 
        Internet” and click “Next”.
6.	 Select “Set up my 
        connection manually”.
7.	 Select your connection 
        type and click “Next”.
8.	 Enter your ISP Name and 
        click “Next”.
9.	 Enter your User name and 
        Password. Click “Next”.

Configuring a wired connection
Using a static IP
1.	 Right-click the network icon in the notification 
        area and select “Open Network Connections”.
2.	 Right-click “Local Area Connection” and 
        select “Properties”.
3.	 Highlight “Internet Protocol (TCP/IP)” and 
        click “Properties”.
4.	 Select “Use the following IP address”.
5.	 Enter your IP address, subnet mask and 
        Default gateway.
6.	 Enter the preferred DNS server address if 
        necessary.
7.	 After entering all of the related values, click “OK” to finish the configuration.
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10.	 Click “Finish” to finish the configuration.
11.	 Enter your user name and password. Click “Connect” to connect to the internet.
        Note: Contact your internet Service Provider (ISP) if you have problems connecting to the network.

Configuring audio output 
Follow the steps below to enable audio output when connecting the ZOTAC ZBOX nano to a 
TV or receiver via DP/HDMI adapter.
1.	 Access the Sound settings via the system  

Control Panel.
2.	 Under Playback devices, click the display device 

that corresponds with your audio compatible 
display.

3.	 Click the “Set Default” button in the lower right 
hand corner.

4.	 Click “OK” to exit the setup.
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